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Data Guide

Modubel, ModuCIC
& Midubel

MIDUBEL CONSTRUCTION
Globe

Brackets

Lighting Unit

Transformer 

Shroud 

IP Integrity 

Two piece, Ø335mm, self coloured, rotationally moulded, UV stabilised low density polyethyl-
ene, 2.5mm minimum wall thickness with vertical split line.

76mm - Cast LM6M marine grade alloy with cast in stainless steel threaded inserts. Primed 
and polyester powder coated black. All fasteners stainless steel.

89/114mm - Fabricated 4mm stainless steel, Primed and polyester powder coated black. All 
fasteners stainless steel.

Each half of the Midubel is a sealed unit, independently illuminated using high power LED’s 
mounted on a 2mm aluminium gear tray. Each half has an integral driver circuit with mains 
synchronised flasher control. Pre-wired with 4m drop lead fitted with IP56 connector. Globe 
illumination Nominal 670 cd/m2 .  

230Vac primary, 24Vac secondary @ 2 amps fully potted toroidal transformer. Featuring short 
circuit and thermal protection. Supplied complete with fixing screws and pre-wired IP56 connec-
tor for connection to supplied drop lead. Dimensions: 90x60x70mm high.

Full or half shroud available. 2mm Black polycarbonate with stainless steel fittings.

IP 56

Product Weight Packing Dimensions
Modubel 3 kg Carton 36x36x36 cm
ModuCIC 3 kg Carton 36x36x36 cm
Midubel 4.5 kg Carton 36x36x36 cm

PACKAGING DETAILS
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